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handholds shall be provided above the
landings.

§ 77.207 Illumination.

Illumination sufficient to provide
safe working conditions shall be pro-
vided in and on all surface structures,
paths, walkways, stairways, switch
panels, loading and dumping sites, and
working areas.

§ 77.208 Storage of materials.
(a) Materials shall be stored and

stacked in a manner which minimizes
stumbling or fall-of-material hazards.

(b) Materials that can create hazards
if accidentally liberated from their
containers shall be stored in a manner
that minimizes the dangers.

(c) Hazardous materials shall be
stored in containers of a type approved
for such use by recognized agencies;
such containers shall be labeled appro-
priately.

(d) Compressed and liquid gas cyl-
inders shall be secured in a safe man-
ner.

(e) Valves on compressed gas cyl-
inders shall be protected by covers
when being transported or stored, and
by a safe location when the cylinders
are in use.

§ 77.209 Surge and storage piles.
No person shall be permitted to walk

or stand immediately above a reclaim-
ing area or in any other area at or near
a surge or storage pile where the re-
claiming operation may expose him to
a hazard.

§ 77.210 Hoisting of materials.
(a) Hitches and slings used to hoist

materials shall be suitable for handling
the type of materials being hoisted.

(b) Men shall stay clear of hoisted
loads.

(c) Taglines shall be attached to
hoisted materials that require
steadying or guidance.

§ 77.211 Draw-off tunnels; stockpiling
and reclaiming operations; general.

(a) Tunnels located below stockpiles,
surge piles, and coal storage silos shall
be ventilated so as to maintain con-
centrations of methane below 1.0 vol-
ume per centum.

(b) In addition to the tests for meth-
ane required by § 77.201 such tests shall
also be made before any electric equip-
ment is energized or repaired, unless
equipped with a continuous methane
monitoring device installed and oper-
ated in accordance with the provisions
of § 77.211–1. Electric equipment shall
not be energized, operated, or repaired
until the air contains less than 1.0 vol-
ume per centum of methane.

§ 77.211–1 Continuous methane mon-
itoring device; installation and op-
eration; automatic deenergization
of electric equipment.

Continuous methane monitoring de-
vices shall be set to deenergize auto-
matically electric equipment when
such monitor is not operating properly
and to give a warning automatically
when the concentration of methane
reaches a maximum percentage deter-
mined by an authorized representative
of the Secretary which shall not be
more than 1.0 volume per centum of
methane. An authorized representative
of the Secretary shall require such
monitor to deenergize automatically
electric equipment when the con-
centration of methane reaches a maxi-
mum percentage determined by such
representative which shall not be more
than 2.0 volume per centum of meth-
ane.

§ 77.212 Draw-off tunnel ventilation
fans; installation.

When fans are used to ventilate draw-
off tunnels the fans shall be:

(a) Installed on the surface;
(b) Installed in fireproof housings and

connected to the tunnel openings with
fireproof air ducts; and,

(c) Offset from the tunnel opening.

§ 77.213 Draw-off tunnel escapeways.

When it is necessary for a tunnel to
be closed at one end, an escapeway not
less than 30 inches in diameter (or of
the equivalent, if the escapeway does
not have a circular cross section) shall
be installed which extends from the
closed end of the tunnel to a safe loca-
tion on the surface; and, if the
escapeway is inclined more than 30 de-
grees from the horizontal it shall be
equipped with a ladder which runs the

VerDate 22-AUG-97 09:42 Sep 07, 1997 Jkt 174109 PO 00000 Frm 00594 Fmt 8010 Sfmt 8010 E:\CFR\174109.148 174109


		Superintendent of Documents
	2010-11-12T20:55:22-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




